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ACT-58TW  5 GHz Digital Bodypack Transmitter 
 

Features 
 Streamline appearance and easy to use, and adopts waterproof 

design and material to ensure moisture resistance, especially 
suitable for performers and instructors of sports, gymnastics or 
physical fitness. 

 Operate in ISM 5 GHz ultra-high frequency band. Built-in antenna 
design for easy wearing. 

 Ultra-low latency of less than 1.5 ms allows the audience to sense 
virtually no delay between the performance and the audio. 

 The world’s first ACT™ function provides precise and rapid 
frequency sync to the receiver. 

 Pairs with MIPRO headworn microphones with 3.5 mm TRS 
connector. 

 Lightweight belt clip design for easy clipping to clothing. 

 
Specifications 

Frequency Band ISM 5.8 GHz 
Display Three-segment LED battery indicator and a mute indicator  
Mic. Capsule Module MIPRO headworn microphones 
Input Connector MIPRO 3.5 mm TRS 
Max. Audio Input 6.5 dBV 
RF Power Output 20 mW (country dependent) 
Battery 2 AA alkaline 
Dimensions 71 × 66 × 22 mm (W × H × D) 
Weight Approx. 93 g 
Note Refer to the actual product in the event of product discrepancy 

 

 
 
 

 


